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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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CUTTER SUCTION DREDGE COMPONENTS 

PART 3 LADDER 
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1. Scope — Prescribes the requirements of the ladder used as a component in cutter suction dredgers. 

2. Requirements 

2.1 Design — Ladder shall be designed to carry the suction pipe, lubricating lines and most usually 
the cutter motor and as reduction gear in addition to the cutter. On small dredges the ladder may be 
mounted directly on hull whereas provision of well shall be made in case of mounting the ladder on 
large dredger. 



2.-2 Dimensions 
required. 



The length of the ladder shall be around 1*5 times the maximum dredging depth 



2.3 Construction-- The ladder shall be built with deep web beams, girders, stiffeners, bulkheads and 
large trunnion housings made of steel conforming to IS : 226-1975 ' Structural steel ( standard quality) 
( fifth revision ) '. The construction shall be welded. 



EXPLANATORYNOTE 

This standard has been formulated with the objective of helping in proper design and use of 
appropriate material in the construction of dredge ladder. 
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